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Intrinsically Safe Humidity and Temperature Transmitter HMT370EX
Spare Parts & Accessories: Item Code:

Duct Installation Kit for HMP373/377 210697
Mounting Flange for HMP375 210696
Ball Valve ISO 1/2 with Welding Joint for HMP378/F/H BALLVALVE-1
Cable Gland for Probe M20 x 1.5 with Split Seal for HMP373/377 HMP247CG
Fitting Body M22 x 1.5 for HMP374 17223SP
Fitting Body NPT 1/2 for HMP374 17225SP
Washer Set 3 pcs for HMP374 4PROBESETSP
Swagelok NPT Thread (12mm) for HMP377 SWG12NPT12
Swagelok ISO 3/8 Thread (12mm) for HMP377 SWG12ISO38
Fitting Body ISO1/2 Solid Structure for HMP378/F/H DRW212076
Fitting Body NPT1/2 Solid Structure for HMP378/F/H 212810SP
Wall Mounting Adapter HMT360 Mounting Compatible for HMT370EX Transmitter DRW253246SP
Outdoor Installation Kit Weather Shield for HMT370EX Transmitter 215109
Manual press for HMP378/F/H HM36854SP
Thread adapter ISO 1/2 to NPT 1/2 for HMP378/F/H 210662SP
Dummy Plug, Ex Stainless Steel, 2 pcs for HMT370EX Transmitter 254931SP
Cable Gland M20x1.5 for 5…11 mm Cable for HMT370EX Transmitter 265207SP
Cable Gland M20x1.5 for 10...14 mm Cable for HMT370EX Transmitter 265208SP
Conduit Fitting M16 for HMT370EX Transmitter 265243SP
Conduit Fitting NPT1/2" for HMT370EX Transmitter 265240SP
USB Service Cable for Transmitter for HMT370EX Transmitter 219690
USB2 Service Cable for Probe for HMP370EX Probe USB2
Calibration Adapter For Vaisala HMK15 Calibrator for HMP371/3/4/7 211302

Sensor protection
Metallized PPS Plastic Filter Grid with Stainless Steel Mesh for general use for HMP370EX Probe DRW010281SP
Metallized PPS Plastic Filter Grid for fast response in clean environments for HMP370EX Probe DRW010276SP
Stainless Steel Sintered Filter (AISI 316L) for general use for HMP370EX Probe HM47280SP
Stainless Steel Filter for oil and vacuum environments (AISI 303) for HMP370EX Probe HM47453SP
Stainless Steel Filter (AISI 303) with PTFE Membrane for HMP370EX Probe 214848SP
Stainless Steel Filter for high oil flow applications (not FM approved) for HMP370EX Probe 220752SP

Safety devices
Zener Barrier, type: Stahl 9001/51-280-091-141 for HMT370EX Transmitter 210664SP
Galvanic Isolator for 1 channel, type: Stahl 9160/13-11-11k for HMT370EX Transmitter 212483SP
Galvanic Isolator for 2 channels, type: Eaton MTL5544 for HMT370EX Transmitter MTL5544SP
Galvanic Isolator for 1 channel, type: Eaton MTL5541/S for HMT370EX Transmitter MTL5541SP
Repeater Power Supply for 1 channel, type: GMI D5014S for HMT370EX Transmitter 272886SP
Repeater Power Supply for 2 channel, type: GMI D5014D for HMT370EX Transmitter 272887SP
Repeater Power Supply for 1 channel, type: GMI D5014S (Japan version) for HMT370EX Transmitter 269756
Repeater Power Supply for 2 channel, type: GMI D5014D (Japan version) for HMT370EX Transmitter 269757


